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5.6 Elementary diagnostics &
error codes

This section gives some simple diagnostics in case you
cannot get your Klever E-bike switched on. Orin case your
E-bike is switched on, but you do not get electric pedal
support. You will also find a brief overview of error codes
that may appear on the display. Of course, your local Klever
dealer remains the most important source of knowledge
and service. If you cannot solve the problem, always go to
your Klever dealer as quickly as possible. Don't continue to
ride your E-bike with the problem.

The system cannot be switched on

Check the wiring and connectors to and from the motor
(image 5.34) and to and from the display (image 5.35). Also
check that the rechargeable battery is fully and correctly
clicked into the frame and locked. See also section 5.5.3
Mounting the battery (image 5.33).

The system is switched on,but there is no electric
pedal support

Check the wiring and connectors to and from the motor
(image 5.34).

(R B o4 g o4 o
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Warnings on your display

Three types of warning signs (icons) can appear on the
display, in combination with error codes (EC's). In different
combinations they provide information about the technical
condition & potential technical issues you may encounter
with your Klever E-bike.

1. Red triangle warning + error code
2. Red triangle warning + motor temperature icon
3. Overspeed icon + OVERSPEED! error code

Please refer to the table on the next pages for the explanation

of six of these potential combinations icons & error codes.

Please note! In case you cannot solve the pedal support
problem after inspection of wiring & connections, go to
your nearest Klever dealer immediately. The same applies

in case you cannot solve the warning issue quickly &

easily, or the message on the display does not disappear.

It is unwise to continue riding your E-bike with any of
these problems. In some cases, you may damage the
BIACTRON system and in other cases, such as with a
broken tail light, you are in violation and you will be

difficult to notice for other road users. That makes you a

danger to yourself and others.

www.klever-mobility.com

41



Klever’s E-bike drive train e z\c=zr-

Image 5.37

(R B o4 g o4

Klever’s E-bike drive train

EC: 025 BRK

1. RED TRIANGLE WARNING

Appears at the top centre of your display in combination with an
error code (EC) at the bottom of the display. In the example of
image 5.37 this is error code EC:025 BRK.

2. ERROR CODES
Appear at the bottom of the display and come in combination
with the red triangle or with the motor temperature icon.

3.TWO TYPES OF ICONS
The motor temperature icon and the overspeed icon appear at
the bottom centre of your display.

Warning Icon About Error codes

Description

No Ilcon Brake sensors EC:025 BRK

>

One or both brake sensors, which control the immediate interruption of electric support after
operating the brake levers, are not functioning properly. Check the wiring and connectors of

the brake sensors on both brake levers (image 5.36). In case you cannot solve the problem, you

can continue ride your E-bike. However, keep in mind that the electric support does not stop
automatically when you operate the brake levers. You now only can stop your E-bike by stopping
pedalling and letting the mechanical friction of the brakes do their work. Go to your Klever dealer as
soon as possible to have this problem solved.

No Icon Tail light EC:028 BKL

There is a problem with the tail light. Check that the wiring from the rear fender to the tail light
is not damaged. If you are unable to solve the rear light problem yourself, go to your Klever dealer
immediately. And keep in mind that it is mandatory that you carry properly functioning head and
taillights on a 45 km/h speed bike during the day.

No Icon Battery EC:128 BAT

There may be a problem with the contact between the battery and the frame's docking station.
Remove the battery from the docking station. Then carefully insert the battery into the frame and
push itinto place with your hand until you hear the lock engage with a clear click. See also section
5.5.3 Mounting the battery.

No Icon Biactron System EC:144 SYS, EC:155 SYS,

EC:159 SYS

These are error codes dealing with the BIACTRON-system and they need to be diagnosed by your
local Klever dealer.

Motor temperature No error code displayed

B> b b

In case the motor temperature rises above 125 °C, the red triangle will appear at the top centre of the display in
combination with the motor temperature icon at the bottom of the display. The motor temperature may rise if
you ride uphillfor a long time with the highest level of electric pedal support. Let the motor cool down. Once the
motor temperature has dropped below 100 °C, the icon will disappear and you can continue to ride your E-bike.

No Icon Overspeed OVERSPEED!

In case the REGEN voltage to the battery (see section 5.4.3) exceeds 60 V for more than 1second, the
icon will appear with the text OVERSPEED! at the bottom of the display. This can occur at very high
speeds downhill. And the icon warns you to slow down your speed. The overvoltage can possibly
damage the BIACTRON system. If the voltage has dropped below 60V for more than1second, the
icon with the text will disappear automatically.

Please note: Sometimes the icon with OVERSPEED! text may also appear if the contact between the
battery and the frame's docking station is not stable (see also error code EC:128 BAT above).

42
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Image 6.1

Image 6.2

T
Image 6.3
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6. Bicycle parts of your Klever 45
km/h E-bike

This chapter explains function, maintenance, service and
operation of the conventional bicycle components which are
not part of the electric drive system. You will find additional
information in the accompanying manuals of the component
suppliers.

6.1 The 45 km/h E-bike, a Type-
approval vehicle with dedicated
equipment

As explained in chapter 2. Type-approval (and further detailed
in the chapters1o. & 11.) this Klever N Rogue 45 is not a reqular
E-bike, itis a 45 km/h E-bike. It is an electrically powered
vehicle with a maximum speed of 45 km/h classified in the
L1e-B vehicle category. Consequently, it is a Type-approval
vehicle which has to comply with the European Regulation
EC168/2013. Therefore, the N Rogue 45 comes with special
equipment: a well audible horn, a brake light and a wing mirror
which arein line with the higher speed of this vehicle (up to 45
km/h) and the Type-approval requirements.

6.1.1 Horn

The horn is mounted underneath the handlebar (image 6.1)
and can be actuated with a pushbutton at the LH-side of the
handlebar, underneath the LCD display (image 6.2). With this
horn you can notify other road users of your presence on the
road, especially under unclear and crowded traffic conditions.

6.1.2 Brake light

The tail light has an integrated brake light. When actuating
your brake levers the brake light in the rear will start to light
with higher intensity than the regular tail light (image 6.3). In
this way the traffic coming from behind will be notified that
you are braking and your speed is decreasing.
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6.1.3 Wing mirror

Your speed E-bike is equipped with a wing mirror on the LH-
side (UK RH-side) of your handlebar (image 6.4). The mirror
can be adjusted by hand according to your preferred position.
With this mirror you will have eyes on the road users behind
you, especially those who are faster than you and who are

in the process of overtaking you. Consequently, you don't
need to turn around your head and you are able to keep

your attention on the traffic in front of you and on the traffic
behind you at the same time.

6.1.4 Direction indicators

Unlike horn, brake light and wing mirror which are
mandatory according to Type-approval regulations, direction
indicators are not mandatory. Nevertheless, indicators offer
additional comfort and safety to riders of speed E-bikes and
to other road users as well. The N Rogue 45 model has two
sets of indicators; one set at the front of the E-bike (image
6.5) and one set at the rear fully integrated with the tail light
and license plate (image 6.6).

The operation of the two pushbuttons on the left-hand side
underneath the handlebar and next to the pushbutton for the
horn is self-explanatory: left-hand button for turning left and
right-hand button for turning right (image 6.2).

6.2 Saddle and handlebar adjustment

This Klever 45 km/h E-bike comes in two frame sizes (M =
Medium and L = Large). Fitting the frame size to your body
can be done with adjustment of saddle, stem and handlebar.
Your dealer can do this on the spot. In case you want to do
the settings for yourself or for another cyclist, the adjustment
is briefly described below:

Caution! All work described requires the expertise of a
bicycle mechanic and appropriate tools. Use a torque
wrench to tighten the bolts and never exceed the
maximum torque of the bolts. All necessary tooling and
information on the recommended torque can be found in
chapter 14. Technical Data.

R

-

Image 6.4

Image 6.5

Image 6.6
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Adjustment of the saddle height

You will find the optimal saddle height if you touch the
pedal with the heel of your stretched leg, when sitting on
the saddle. Without having to overstretch your leg and hip.
Alternatively, you bring the ball of your foot to the centre of
the pedal. Your knee should be slightly bent (image 6.7).

Loosen the seat clamp bolt with a 6 mm. Allen key (image 6.8)
and move the seat post with the saddle to its proper height.
Align the saddle with the frame using the saddle nose and the
bottom bracket or the frame tube as references. Fasten the
bolt of the seat clamp again and check the correct height of
the saddle. Repeat the process if necessary until you find the
correct saddle height.

Image 6.7

The distance between saddle and handlebar (by pushing the
saddle forward or backward on its rails) and the saddle angle are
adjusted with the 2 saddle clamping bolts of the seat post and
a5 mm.Allen key (image 6.8). Generally, the saddle should be
positioned horizontally.

1 2

saddle clamping
bolts

seat post clamp = @ Please note!Pay attention to the recommended torque

when tightening the various bolts (see chapter 14.

Image 6.8 .
Technical Data).

@ Caution! The seat post may never be installed over the
minimum insertion mark (image 6.9). Otherwise, the
post could possibly break during riding, which could lead
to injuries.

Minimum
insertion Handlebar adjustment
mark

The handlebar can be adjusted to your personal preferences,
by changing the angle of the handlebar stem and the height
of the handlebar. Your Klever dealer will be happy to set the
Image 6.9 handlebar to your liking. However, in case you intend to
adjust the handlebar by yourself, then proceed as follows:

Loosen the big pivotal M8 bolt of the adjustable stem with a 6
mm. Allen key and adjust the angle of the stem (image 6.10).

With the angle adjustment you can move the handlebar
towards the rider as well as further away from the rider.
Once you find the proper position of the handlebar, tighten
the M8 bolt with the correct torque.

After adjusting the stem, you may have to adjust the
position of the handlebar too. Loosen the 2 M5 bolts on the
bottom side of the head of the stem with a 4 mm. Allen key
(image 6.1). Tighten the 2 M5 bolts with the proper torque

Image 6.10 X
after adjustment.
* Please note that the adjustment of the angle of the
handlebar may have altered the position of the brake
46 www.klever-mobility.com
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levers, the display and the shifter too. If necessary, you can
adjust the position of these components as well. Loosen
the Allen key bolts and screws of the display, brake levers
and shifter. Turn display, brake levers and shifter into the
correct position. And keep in mind that your hands should
be resting on the handlebar in a relaxed way and should not
be forced into an unnatural position (image 6.12). Finally
tighten the Allen key bolts with the correct torque.

You may have to repeat these steps a couple of times in
order to find the most convenient position according to
your liking and needs.

The standard extension length of the Klever adjustable
stem is 9o mm. For those who wish to have a sportier riding
position, a 110 mm. extension length is available. Changing
the stem is a job which needs to be left to an authorised
Klever dealer.

Caution! Please check whether the handlebar is correctly
tightened. You should not be able to twist the handlebar
while putting full force on the grips.

6.3 The suspension front fork Image 6.11

The Klever front forks are specifically designed for speed
E-bikes (image 6.13). With motorcycle technology, these coil
spring based forks can handle a high mileage before technical
maintenance is needed. What's more, for heavier riders the
stiffness can easily be increased by adding coil springs. Your
Klever dealer can help to set the proper stiffness based on
weight and spring ratio.

Have your dealer check the suspension just once a year
during the annual inspection. Some basic tips for the fork
maintenance at home. Image 6.12

« Clean the smooth surfaces of the stanchion tubes with a
cloth and a little water.

* After cleaning spray some water-repellent oil on the
stanchion tubes for lubrication of the bushings and for a
plush suspension function.

Caution! Never use a high-pressure cleaner or
aggressive detergents for the maintenance of the
front fork.

Image 6.13

www.klever-mobility.com 47



Bicycle parts of your E-bike

|2 B o-4 V' d o~

Image 6.14
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6.4 Disc brakes

Your E-bike has disc brakes (image 6.14) with an excellent
braking performance, even under rainy weather and other
bad weather conditions. They are low maintenance and do
not wear the rim. While actuating the brake lever, the oil
pressure is being transmitted through the hose into the brake
calliper. This makes the brake pads contact the disc rotor.

Both brake levers have a brake switch sensor. When the
brake lever is being actuated the brake switch instantly
cuts off the electric motor support and at the same time
activates the regeneration function (see section 5.4.3
Submenu ASSIST/REGEN).

Please note! New brake pads must be run-in in order

to achieve their best deceleration values. By braking at
least 30 times from approximately 30 km/h to complete
standstill the brake pads will achieve their maximum
brake power.

Squealing brakes

Not properly run-in brakes do not reach their best
deceleration values and are prone to vibrations and loud
squeal. The brake pads and disc rotors must be regularly
checked for wear. If rotors and brake pads are worn, they will
need to be replaced. In case the brake performance is getting
less and you are losing brake power or you can push the brake
lever through to the handlebar without any braking effect,
the brake system must be bled (purged). Bleeding and the
replacement of worn brake pads and rotors is better left to
authorised Klever dealers.

Caution! In case the brake performance is decreasing or
the system shows signs of leakage, do not continue to
ride your E-bike and go and see your local Klever dealer
immediately.

@ Caution! ! Oil or grease on the brake pads and disc rotors will
reduce the effect of the brake substantially. Prevent in any
case, while cleaning the bike and lubricating the chain that
oil or other liquids can contaminate the brake pads and disc
rotors. Contaminated brake pads cannot be cleaned and need
to be replaced immediately. You can clean the disc with brake
cleaner or warm water and a little detergent if necessary.

@ Please note! Ride more cautiously under humid and rainy
conditions because the stopping distance could be longer.
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6.5 Mechanical drive train & gearshift

Your Klever E-bike has a10-speed derailleur drive train. The 10
gears will help to always use the optimal transmission (pedalling
& cadence) independent of terrain (flat or hilly) and independent
of weather (tail- or headwind).

The complete drive train is composed of the crank set, rear
derailleur, chain, gear shifter and 10-speed cassette (image 6.15).
With the gear shifter (image 6.16) you control the rear derailleur,
which ensures that the chain can move on the sprockets of the
cassette. These 10 sprockets represent the 10 gears.

Your dealer has checked your bike before the handover and

has adjusted the shifter. During the first miles however, the

shift cable could lengthen slightly and the shifter may become
misaligned and may have to be readjusted. With the cable
tension screws of the rear derailleur and shifter you can readjust
the tension of the shift cable. With the two positioning screws
(H & L) on the rear derailleur, you can make sure that the rear
derailleur is well aligned underneath the sprockets (image 6.17 &
6.18). And the chain cannot get in between the smallest sprocket
and the frame or in between the largest sprocket and the spokes.

@ Please note! The precise adjustment of the derailleur and
shifter is rather difficult and should better be done by
an experienced mechanic. In case you have any problems
adjusting the shifter and derailleur, please contact your
local Klever dealer.

The chain should be cleaned and greased regularly (especially
afterriding in the rain), so it runs as quietly as possible,
thefriction losses are as low as possible, and the lifetime is
maximised. Clean the chain regularly with a clean cotton cloth
and lubricate it afterwards. Some minutes after you have oiled
the chain, rub it with the cloth to remove superfluous oil from
the outer surface. Since the chain is one of the bike parts that
wears out, it should be replaced, if worn. Aworn chain has poor
shifting characteristics and leads to increased wear of the chain
wheel and the sprockets of the cassette.

Please note! The control of the chain wear should be carried
out at the dealer’s workshop. They have the necessary tools
to measure the wear and replace the chain.

Additional information on rear derailleur and shifter, their
adjustment you will find in the enclosed manuals of the suppliers
of these components.

Image 6.15

Image 6.16

Align with
outer edge of

smallest cog Guide pulley

Image 6.17

Align with
largest cog

Guide pulley

Image 6.18
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6.6 Lighting

Your Klever 45 km/h E-bike has a lighting system which
corresponds with the Type-approval regulation and has an
official mark: indicated by the letter E, and a six-digit number.
Power supply for the lighting comes directly from the battery
pack of the vehicle. The headlight is a LED (image 6.19) with
high output and stand light function. The tail light is a bright
LED with stand light function too, with integrated brake light
and license plate illumination (image 6.20). On the upper
Image 6.19 left corner of the display, you have a light button to manually
switch from low beam to high beam. Once you release the
button, the headlight changes from high beam to low beam
again (see section 5.4 Display).

If there is a failure in the lighting system, please check all
contacts at headlight and tail light. Check all wires for
damage. In case you don't find any errors, you should be
looking for repair at an authorised Klever dealer immediately.

@ Caution! A non-functioning light is illegal and endangers
your life on the road. E-bikes without lights are easily
Image 6.20 overlooked in the dark. You run the risk of serious
accidents.
More information on the lighting can be found in the
supplier's manual.

6.7 Wheels and tyres

Wheels are one of the most stressed components of your
vehicle. They contact the road; they provide propulsion and
they absorb the road bumps. Due to the heavy use, they
should be regularly checked. In case of radial or axial play or
broken spokes, the wheels should be repaired or trued by an
authorised Klever dealer.

For the replacement of a tyre, you have to remove the wheel
from your E-bike. Removal and installation of the wheels, is
better left to the workshop of your Klever dealer. Nevertheless,
in case of a puncture or in case of transportation of your Klever
E-bike you may want to remove the wheels yourself. In that
case take the steps as described below.

Image 6.21 Removal of the rear wheel
« Shift the chain to the smallest sprocket on the cassette.
 Turn off the BIACTRON-system of your Klever E-bike and
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remove the battery pack.

Loosen the bolt of the mounting bracket of the motor
connector (cable guide) on the inside of the left-hand chain
stay with a 4 mm. Allen key (image 6.21). Disconnect the
plugs of the motor connector.

Loosen the anti-turn washer behind the LH-side axle nut
with a 3 mm. Allen key (image 6.22).

Loosen the axle nuts on either side of the motor with a19
mm. wrench (image 6.23).

Now pull the wheel carefully out of the dropout, while
pivoting the rear derailleur and the derailleur’s pulley
backwards.

Put the rear wheel aside and block the brake pads of the
disc-brake by inserting the enclosed pad separator into the
calliper (image 6.24). This prevents accidental compression
of the pads by unintended actuation of the lever while the
disc rotor is being removed.

Now you can replace the tyre or inner tube of the rear
wheel and/or mend it.

Assembly of the rear wheel is done in reverse order.

After having removed the pad separator, make sure to
insert the disc carefully between the brake pads during
assembly.

@ Caution! In case you need to work on the drive train or the
rear wheel of your E-bike, you need to make absolutely sure
that the BIACTRON-system is turned off and the battery
pack taken out of the docking station. If not turned off,
your fingers could get stuck between or pinched by chain,
cassette and chain ring. This could lead to serious injuries.

@ Caution! Pay attention to the correct torque for the
assembly of the axle nuts of the rear wheel (40 Nm). Make
sure there is sufficient space (at least 5 mm.) between the
disc and the wiring harness of the motor cable!

N N

Image 6.23
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Image 6.24

Image 6.25
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Removal of the front wheel

* Loosen the thru-axle of the front wheel with 2 Allen keys
(5 mm.). Turn one Allen key counter clockwise while you
hold the other Allen key in position (image 6.25). Now take
the thru-axle out.

 Pull the front wheel out of the front fork.

* Block the brake pads of the disc brake by inserting the
enclosed pad separator into the calliper (image 6.24).

» The assembly of the front wheel is done in reverse order.

* While assembling, insert the disc brake rotor carefully
between the two brake pads.

* Pay attention to the correct torque of the thru axle (max1o Nm).

Caution! Disc brake rotors can be very hot after riding &
braking. Let them cool down prior to disassembly of the
wheels.

Tyres

The tyre size can be found on the sidewall. It is printed in
millimetres and inches: 27.5"x 2.40" and 62 — 584 mm. The
wheel has a diameter of 584 mm. (27.5") and a width of 62
mm. (2.40").

Please The recommended tyre pressure is indicated on the
sidewall of the tyres (2.0 - 4.0 bar; 30 - 55 Psi).

@ Please note! Regularly check the correct tyre pressure and
pressurise your tyres if necessary. The tyre uses an inner
tube with Schrader valve. So, you can check and inflate the
tyre at any gas station.

@ Caution! Above or below, never exceed the recommended air
pressure range. The tyre and the tube can be damaged and
this may lead to sudden loss of air with risk of an accident.
Too low tyre pressure causes higher rolling resistance. As a
consequence, this reduces the range of your battery.

Bicycle parts of your E-bike
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Disassembly, repair & assembly of the tyres

Regularly check the tyres for cracks and for its thread pattern
height. In case you find that cracks or sharp objects have
damaged the fabric of the tyre or the thread pattern is no longer
sufficient, replace the tyres. If in doubt, ask your Klever dealer
who can verify the tyre and replace it.

In the case of a flat tyre, do as follows:

* Always use plastic tyre levers.

Remove the wheel as described above.

Deflate the tyre and push a tyre lever underneath the tyre
bead opposite of the valve and lift the tyre over the rim flange.

Push the second tyre lever underneath the tyre bead in a
distance of 10 cm. from the first one (image 6.26). If the tyre
is still very tight around the rim, then use a third tyre lever as
well.

Now, you can lift the tyre over the whole circumference of the
rim with the help of one of the levers. The inner tube can be
removed.

In case the leak cannot be found easily, hold the inflated inner
tube into a bucket of water and look for the rising air bubbles.

Repair the tube according to the instructions on the repair kit.
Orif necessary, replace it. In case of replacement, make sure
you buy the correct size inner tube.

Check the inside of the tyre for sharp objects that could have
caused the puncture and remove them. If the fabric of the tyre
is damaged, replace the tyre too.

Start the mounting of the inner tube by inserting the valve
into the valve hole in the rim and inflate the tube with very
little air pressure until it is wrinkle-free.

Now mount the inner tube without any creases underneath
the tyre (image 6.27).

Starting opposite of the valve, lift the tyre bead over the flange
of therim and pull it deep into the rim. Lift the rest of the tyre
by hand over the rim's shoulder. Do not use tyre levers, as this
may damage the inner tube.

Push the valve a little back into the tyre, so that the bead of
the tyreis correctly seated in the rim.

Pull the valve back again and inflate the inner tube to the
recommended tyre pressure.

/4

Image 6.26

o4

Image 6.27
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6.8 Luggage carrier and transport
of luggage

Your Klever E-bike has a robust and durable aluminium luggage
carrier (image 6.28). The carrier is compatible with the majority
of all standard panniers, and you can use it in conjunction with
an extensive range of accessories. Please note, the maximum
load capacity of the luggage carrier is 25 kg.

@ Please note! When transporting luggage make sure that
you do not exceed the total maximum permitted weight
of 180 kg., being the combination of speed E-bike + cyclist
+ luggage.

@ Caution! The additional weight of luggage on your rear
carrier changes the handling of the bike and makes the
required braking distance longer as well.

L=z Bicycle parts of your E-bike

6.9 Anti-theft protection

This Klever E-bike comes with a motor lock and immobiliser
combined with an acoustic alarm system. The battery can
only be removed from its docking station by unlocking the
battery lock with the key (see section 5.5.3 Removal and
mounting of the battery pack). We recommend to also use a
robust and high-quality chain lock in order to be able to lock
the vehicle to solid fixtures.

6.10 Accessories

Useful accessories can enhance the functionality and comfort
of your E-bike and they can increase your riding pleasure too.
These accessories are available at your Klever dealer.

Please note! Accessories must be Type-approved
accessories compatible with your Klever 45 km/h E-bike.
Incompatible accessories may influence and alter the
riding characteristics of your bike and can lead to
accidents. Best ask your dealer for information and advice.
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7.Wear, maintenance &
inspections

Wear

Your Klever E-bike consists of many components, which are
all subject to normal wear due to their function. Therefore,
all following components should be regularly checked and if
necessary, replaced immediately:

1. Disc brake rotors & pads are put under stress during each
braking operation and wear as a consequence. Therefore,
they must be periodically inspected and if necessary, be
replaced.

2. Tyres & inner tubes are subject to function-related wear
and should be checked regularly. The air pressure and the
depth of the tread profile must be checked regularly too.
The air pressure should always be at the manufacturer's
recommended operating pressure, which is printed on
the tyre sidewall. In case the tread profile of the tyre is no
longer deep enough or the tyre has cracked sidewalls, it
should be replaced.

3. Rims & spokes are stressed while braking or riding over
obstacles. Regularly check the concentricity of the wheel
and the spoke tension. If the wheel has radial or axial play,
this should be readjusted. In the event of spoke breakage,
the broken spoke should be immediately replaced and the
wheel should be re-trued.

4. Chain, sprockets, chain wheels & derailleur pulley
wheels wear out normally. Regular cleaning and
lubrication of these components will extend their service
life substantially. They should, however, in case they are
worn be replaced.

5. Belt, rear sprocket, front belt wheel are very robust and
wear less than the components of derailleur drive trains.
Unlike derailleur drive trains, belt drive trains should
NOT at all be lubricated. Just clean these components
every now and then with some water. During the annual
inspection your dealer should check the tension of the belt
and the wear of the individual components.

6. Shifting cables & brake hoses must be maintained
regularly and replaced if necessary. Especially in case
your E-bike is often parked outdoor and exposed to the
weather.
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7. Hydraulic oils & lubricants change over time and lose
their effectiveness. Therefore, all lubrication points are to
be regularly cleaned and re-greased in order to minimise
the wear. In case the actuation of the brake levers starts to
feel less direct and braking feeling becomes spongy, then
the hydraulic brakes need to be bleeded by your Klever
dealer.

Maintenance

Regular maintenance and care guarantee a longer lifespan

of your E-bike. You should regularly carry out simple cleaning
and care yourself. And let your authorised Klever dealer do
the necessary inspections. Never clean the vehicle with

a high-pressure cleaner or a steam cleaner, as water may
enter bearings, motor and electronic contacts. Water could
damage these parts due to corrosion and short circuits. Clean
your bike with a damp cloth and a mild detergent. Make

sure that no electrical contact gets wet. The contacts can be
maintained and conserved from time to time with a little care
oil. Contact spray is too aggressive and doesn't preserve. All
parts liable to corrosion should be maintained and preserved
appropriately.

Caution! During cleaning and lubrication, avoid contact
with oil and fat on the brake pads and disc brake rotors.
The stopping power might deteriorate and could represent
a serious risk.

@ Please note! Always ensure that the tyres are inflated
within the manufacturer's recommended operating
pressure, which can be found on the tyre’'s sidewall.
Never go over or under the recommended range of tyre
pressure.

The entire electrical system of your E-bike, such as the
motor, the sensors, the wiring harness and the battery are
maintenance-free. In case you meet unexpected problems
with the system, consult an authorised Klever dealer.

Caution! Do not open the motor, the display or the
battery. It is dangerous and this will immediately void
the warranty.

www.klever-mobility.com
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Inspections

In order to keep your E-bike always roadworthy and updated
to the latest technical status, it should be inspected regularly.
We recommend after soo —1,000 km. or within 1year

after purchase to carry out the first inspection. Any further
inspections should be carried out after every 2 to 3,000 km.
oratleastonce a year.

@ Inspections should be executed by authorised Klever
dealers.

Caution! In case inspections are not carried out or
executed unprofessionally, this may significantly
impair the functions of your E-bike or may even lead to
accidents.

@ Please note! With regards to spare parts & Upgrades:
Since Klever 45 km/h Speed E-bikes are Type-approval

vehicles, make absolutely sure to only use original Klever
Type-approved spare parts for replacement.
The same applies to upgrades (e.g., winter tyres or
suspension seat post). Only select components from the
Klever Type-approval list.
In general: in case you are not sure which spare parts to
use, always contact your official Klever dealer.

8. Storage & transport of your
Klever E-bike

Storage

Your E-bike should always be stored in a dry, covered place

in order to minimise the effects of weather and avoid direct
sunlight. In case you do not ride your Klever E-bike in wintertime,
you should consider following:

« Store your E-bike well cleaned and lubricated in a dry placeand
cover it with a tarp. Winter storage in a garage is not ideal. Salt
from salt spraying may enter your garage with your car. And
this could cause corrosion of your E-bike.

« Protect the electrical contacts with a little care oil.

« The battery should be stored separately, ideally ata
temperature of 10to15°Cin adry place. And try to maintain
the battery charge during storage between 20% to 80% (see
section 5.5.1 Charging of the battery).
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Transport

You can transport your E-bike by car or train. For transport by car,
we recommend to use a tow bar bike rack, which is specifically
designed for the transport of E-bikes and for heavier loads. Ask
your Klever dealer for more specific recommendations.

Do not transport your E-bike on a roof rack. The heavier weight
and the special frame tubes will make stable fixing of your E-bike
onaroof rackimpossible. In addition, the weight of the vehicle is
usually higher than the maximum weight limit of the roof rack.

Prior to transporting your vehicle with a tow bar rack, you should
remove the battery pack as well as other non-fixed accessories
such as air pump and panniers. Additional protection should be
given to electrical contacts of the battery connector on the frame.
This can be done with a plastic bag to protect those parts from
moisture and rain. Air flow may cause the moisture to enter into
the electric system.

In case your caris big enough, then it is best to transport your
E-bike inside the car.

Transportation of your E-bike by air will be nearly impossible.
Unless you want to transport your E-bike without battery. For
airlines these batteries are classified as IATA Dangerous Goods
and consequently will not be transported. To be sure, ask your
airline under which conditions the transport of the battery may
be allowed. However, this could be quite expensive. For more
information on the transport of the battery, please check section
5.5.4. Transport of the battery.
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9.FAQ’s

How far can | travel with one battery charge?

This depends on the outside temperature, the topography of
the terrain, the technical condition and total weight of the
bicycle. Tyres with low air pressure or high weight or riding in
hilly terrain, reduce the range (see section 5.5.2. Battery range).

Battery Range

850Wh 35-130 km

1,200 Wh 60 —-185 km

1,600 Wh 80— 250 km

Minimum expected range: At low temperatures, poor
weather conditions, heavy load, maximum pedal assistance,
upright riding position.

Maximum expected range: At most favourable weather
conditions, low load, low pedal assistance, low resistance
and sporty riding position.

Range calculation basis: This is a guesstimated indication
of the range you may expect under various conditions. And
keep in mind that batteries sometimes "out/under” perform
these expected ranges.

Must the battery be empty before I can charge it?

No, you can charge the battery at any time, even if itis only
partially discharged. (see section 5.5 Rechargeable battery).

How can | protect my Klever E-bike from theft?

Your E-bike comes with starter and motor immobiliser. This
electronic lock is combined with an acoustic alarm system, to
be activated with the E-KEY and Lock-button on the display.
The battery can only be removed from the frame by unlocking
the battery lock with the key. We recommend to also use a
high quality, robust chain lock in order to lock your E-bike to
the solid fixtures.

Can I ride my E-bike in wintertime?

In general, there is no problem whatsoever to ride your
E-bike at low temperatures. Store your battery in a warm
place before you start your journey. Keep In mind thatin
wintertime at low outdoor temperatures the range may
decrease by 30%.
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Can | transport my E-bike via air?

Because E-bike battery packs are being classified as IATA
Dangerous Goods for transport via air, many airlines refuse to
transport the battery. In individual cases you may want to ask
your airline, under which conditions and costs transport may be
possible.

Do | need a liability insurance and do | need to wear a
helmet?

Yes, your Klever 45 km/h E-bike is a class L1e-B Type-approval
vehicle with a maximum 45 km/h speed. Therefore, you do need
a dedicated liability insurance. You do need to wear a helmet
approved for speed E-bikes. Your vehicle must have a license
plate and you do need to own a driver license. Your Klever dealer
can advise in finding the proper insurance and helmet.

What to do with a defective battery pack?

Defective batteries do not belong in household waste and must
be disposed of properly. It is best to take it to an authorised
Klever dealer.

How many times can | charge my battery?

We guarantee that the battery after 7oo full charge cycles or
two years after the date of purchase still has 60% of its original
capacity. Of course, you can charge the battery more often or
use longer than two years. Because of the natural aging process
over time the battery loses more and more capacity though.
Moreover, in case you register your Klever battery on our website
(www.klever-mobility.com), Klever extends the warranty term
for the battery from 2 to 3 years. Within this term we guarantee
that your battery still has 50% of its original capacity after ;oo
charging cycles. See chapter12. Warranty too.

Does the warranty void, in case | do not stick to the
recommended time intervals for inspections?

No, the warranty does not void. We recommend, however, for
the vehicle's service life and for your own safety to carry out all
recommended inspections.

Can I charge the battery with another charger?

No, the battery may only be charged with the dedicated,
supplied Klever charger or other Klever chargers.

Can | use generic bicycle spare parts for my E-bike?

No, you can only use Type-approved spare parts for
replacement. The same applies to upgrades (e.g., winter tyres
or suspension seat post). You can only select components from
the Klever Type-approval list. In case you are not sure whether

to use Type-approved spare parts, always contact your official
Klever dealer.

www.klever-mobility.com
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10. Klever N Rogue 45
Type-approval & EC Certificate
of Conformity (CoC)

The Manufacturer:
Klever Mobility Inc.

No. 8, Ln.76, Sec.3, Zhongyang Rd., Tucheng Dist., New
Taipei City 236 Taiwan

Represented in the Benelux by:
Klever Mobility NL bv
Regulierenring 15

3981 LA Bunnik

Tel.: +31 30210 2905
infoNL@klever-mobility.com
www.klever-mobility.nl

Hereby confirms for following products:

N Rogue 45, model year 2023
N Rogue 45, model year 2024
N Rogue 45, model year 2025

Conformity with the applicable European Regulation EC
168/2013 for vehicles classified in the category L1e-B. Your
N Rogue 45 comes with a Klever Certificate of Conformity
(CoC) with which your vehicle can be registered. Klever

will register your N Rogue 45 at your local road safety
authority (e.g., KBA in Germany, DIVin Belgium, RDW in

the Netherlands, DREAL in France or DVSA in the United
Kingdom). After registration, your Klever dealer will receive
the license plate and the code for the name of the registrant.
Your dealer will then assemble the license plate and ascribe
the vehicle to your name and to your liability insurance. With
the code for the name of the registrant you can arrange for
the assignment of this N Rogue 45 to your name and insure
yourself as well.

Legal & environment
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@ Please note! With a maximum speed of 45 km/h. this
N Rogue 45 is NOT a regular electric bicycle, but it is a

so-called speed E-bike. According to the Type-approval
Regulation it is an Lie-B vehicle and therefore it has
to comply with different road traffic regulations and it
has a different position and different place within the
traffic. Make sure you understand the local road traffic
and safety regulations in your own country. Keep in mind
that there are local differences between Belgium, France,
Germany, the Netherlands and the UK. Also, you will
need a license plate (as proof of your local registration
& insurance), a liability insurance and a driving license.
Moreover, you will need to wear an approved 45 km/h
speed E-bike helmet as well.

@ Furthermore, a 45 km/h speed E-bike must be equipped
with a well audible horn, a wing mirror on the LH-side
of your handlebar (UK RH-side), a lighting system with
quality marks for the headlight and the tail light with
integrated brake light, reflectors and with 2 sets of
brakes independently actuating the front and rear wheel.

CERTIFICATE OF CONFORMITY ACCOMPANYING EACH VEHICLE
INTHE SERIES OF THE TYPE WHICH HAS BEEN APPROVED

EU CERTIFICATE OF CONFORMITY

VEMICLE CATEGORY L

Image 10.1 (CoC only for reference)
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11. Intended use of your Klever
45 km/h E-bike

Your Klever E-bike is a Type-approved 45 km/h E-bike
designed according to structural requirements for a
particular purpose. Thus, the usage must be limited to these
specific areas. Your 45 km/h speed E-bike is designed based
on the construction and equipment for use on public roads,
normal paved roads. The vehicle is equipped in accordance
with the Road Traffic Regulations for Type-approved vehicles.
And therefore, it is allowed to ride it on public roads. In order
to keep your E-bike always running and roadworthy, regular
reviews and inspections are required or necessary repairs
should be made immediately. Klever Mobility is not liable in
case your 45 km/h E-bike is being used against its originally
intended purpose nor for damages resulting from a breach
of important instructions in this manual. This is particularly
true in case of damage caused by overloading or off-road
riding or by the improper repair of defects. The same applies
to non-compliance with the maintenance, operation and
maintenance requirements described in this manual.
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12. Product liability & warranty

According to European warranty laws you are entitled to

a period of 2 years for product liability, duty of care and
warranty from the side of the manufacturer. This applies from
the date of purchase or delivery of your E-bike. The proof is
your proof of purchase, which should be stored carefully.

You should register your bike on our website: www.klever-
mobility.com. This product liability for material defects
applies to all components of the entire E-bike.

Warranty claims are granted:

« In case the defect was present prior to the purchase of the
vehicle.

* In case of a material, manufacturing or information defect.

* In case of function-related wear which was not caused by
regular tear and wear (see chapter 7. Wear).

Warranty claims are rendered void:
* In case of damages caused by accidents or force majeure.
* In case of damages caused by misuse or improper use.

* In case claims relate to parts which are subject to
functional wear (see chapter 7. Wear), except material or
product defects.

In case of damages caused by faulty and inadequate care
and maintenance.

In case of damages caused by faulty and inadequate
repairs.

In case of damages caused by components which were out
of specification and assembled after purchase of the bike.

In case of consequential damage caused by not
immediately resolved, earlier identified defects.

In addition, we offer a comprehensive warranty that goes
beyond the liability for material defects:

* Two-year warranty on all bike components.

* Three-year warranty on all components of the electrical
system: motor, control unit, display and wiring harness.

» Two-year warranty on the battery (also refer to the points
below).

- Five-year warranty against frame breakage.

This warranty applies only to the first owner of this E-bike on
presentation of proof of purchase (sales receipt or bill showing

Legal & environment
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the purchase date). This warranty covers exclusively material
and workmanship errors. In case of justified complaints,

the article will be replaced or repaired. Further claims such

as: replacement of property damage, downtime, cost of
borrowing and renting, travel and transportation costs or loss
of profits, are excluded. This warranty does not cover damages
caused by misuse, by wear and tear, by accidental damage,
vandalism and by improper assembly or repair.

1. Warranty repairs will be made exclusively by Klever
Mobility or an authorised Klever dealer.

2. Costsfrom a previously executed repair of an
unauthorised dealer, will not be reimbursed.

3. Partsreplacement or repairs during the warranty
period will not result in an extension or a new
beginning of the warranty.

4. Each battery is subject to a natural aging process.
Klever Mobility guarantees that after two years, or
alternatively, after 700 full charging cycles a capacity
of about 60% of the original battery capacity remains.

5. Thetwo-year warranty begins on the date of
purchase.

6. Awarranty claim must be notified immediately.

@ Please note! In case you register your Klever battery on
our website (www.klever-mobility.com), Klever extends
the warranty term for the battery pack from 2 to 3 years.
Within this term we guarantee that your battery still has
50% of its original capacity after soo charging cycles.

www.klever-mobility.com
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13. Disposal & transportation

Disposal

All electronic components, such as motor, display, battery
and charger are to be returned to an environmentally friendly
recycling. These parts should not be considered household
waste or abandoned into the environment.

defective or no longer usable electrical equipment
must be collected separately and returned to an
environmentally friendly recycling. The same goes for
batteries according to the European Directive 2006/66/
EC. Please return broken or defective batteries to an
authorised Klever retailer.

E According to the European Directive 2002/96/EC,

Transportation

Only the battery is considered to be hazardous and subject
to the IATA Dangerous Goods Regulation requirements
during transport or shipping by third parties (agents, air
transportation or mail). Refer to section 5.5.4. Transport of
the battery. The transport of all other parts of your E-bike is
not particularly limited.

Legal & environment
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14. Technical data Klever N Rogue 45

Recommended tightening torque for bicycle components N Rogue 45

Colour LCD Display

Illuminated colour LCD-display, with starter & motor immobiliser and acoustic alarm

5 levels of electric motor support: N - ECO - TOUR — MAX - TURBO

Bicycle computer: current speed, range, trip, km-day, time, Kcal, odo, cadence

TURBO button for: walk-assist/ acceleration at standstill without pedalling / while pedalling

Battery state of charge SOC with 5 bars (each bar representing 20% battery capacity)

Ambient light sensor

Actuation of buttons confirmed with acoustic beep

Rechargeable 850 Wh battery

Lithium-lon

44,4V/19.1 Ah/ 850 Watthour/ 5.5 kg.

State of charge indicated by LED: < 35% red / 35 — 75% yellow / > 75% green

Allowable discharge temperature: -20°C — +50°C

Allowable storage temperature (12 months): -20°C — +25°C; (optimal +5°C — +20°C)

Allowable charging temperature: -5°C — +45°C (optimal +5°C — +20°C)

Lockable and detachable

Charging time: 850 Wh with 6A charger 3.5 hours

Place of charging: on or off N Rogue 45

Charging cycles: 700 (one complete charging is cycle is 0 —100% capacity)

Range: 850 Wh 35 -130 km

Lifetime: after 2 years of 700 complete cycles at least 60% of the original capacity still remains.

600 Watt Motor

Brushless DC motor in the rear hub

Control through torque sensor in the frame dropout and speed sensor in the bottom bracket

Output power — torque: 600 Watt — 49 Nm.

Operating voltage: 44.4V

Electric motor support: until maximum 45 km/h.

Weight: 5.6 kg. — 600 Watt

Standard 6A charger

Input voltage: 200 —240V; 47— 63 Hz

Output voltage: 48V

Maximum charge current: 6A

Head set Clamp bolt steerer tube |1xMsg Allen key 4 mm. 5.5 Nm.
Locking clamp bolt 1x Mg Allen key 2 mm. 3.0Nm.
Clamp bolt handlebar 2x Ms Allen key 4 mm. 5.5 Nm.
Stem Clamp bolt steerer tube | 2x M6 Allen key 6 mm. 9.5Nm.
Clamp bolt adjusting 1x M8 Allen key 6 mm. 25Nm.
stem angle
Brake lever Clamp bolt handlebar 1X Mg Allen key 4 mm. 5.5 Nm.
Reach brake lever 1X M4 Allen key 2 mm. -
Grip Clamp bolt handlebar 1X M3 Allen key 2,5 mm. 1.3Nm.
Display Clamp bolt handlebar 1X Mg Allen key 3 mm. 3.0Nm.
Actuator horn +indicators | Clamp bolt handlebar 1X M3 Phillips screwdriver |1.3Nm.
Wing mirror Clamp bolt handlebar 1X Mg Allen key 3 mm. 3.0Nm.
Shifter Clamp bolt handlebar 1X Mg Allen key 4 mm. 5.5 Nm.
Headlight Mounting bolt 1XMsg Allen key 4 mm. + 5.5 Nm.
8 mm. open wrench
Front indicator Adjustment bolt 2x M3 Allen key 1,5 mm. -
Seat post Mounting bolt saddle 1X M6 Allen key 6mm. 9.5 Nm.
Seat post clamp Clamp bolt seat post 1xX M6 Allen key 6 mm. 9.5 Nm.
Front wheel Thru-axle 1XMi1g 2xAllenkeysmm. |[10Nm.
Brake calliper Mounting bolt 2x M6 Allen key 5 mm. 9.5 Nm.
Disc rotor Mounting bolt 6XxMsg Torx 25 5.5 Nm.
Fender stays Clamp bolt fork leg X Mg Allen key 3 mm. 3.0Nm.
Front Fender Mounting bolt front fork |2x M3 Allen key 2.5 mm. 1.3 Nm.
Rear Fender Mounting rack & stay 4XM3 Allen key 2.5 mm. 1.3Nm.
Ring lock Mounting bolt seat stay 2X Mg Allen key 4 mm. 5.5 Nm.
Luggage rack Mounting bolt 4 X Msg Allen key 4 mm. 5.5 Nm.
Rear wheel Hex nut 12mm. axle | 19 mm. box key & 40 Nm.
open wrench
Non-turn washer LH-side |1x Mg Allen key 3 mm. 5.5 Nm.
Kickstand Mounting bolt 2xX M6 Allen key 4 mm. 9.5 Nm.
RH pedal RH threading 9/16"x20TPI | 15 mm. open wrench | 40 Nm.
LH pedal LH threading 9/16"x20TPI | 15 mm. open wrench | 40 Nm.
Crank set Mounting bolt 1x M15 Allen key 8 mm. 40 Nm.
Mounting bolt cover - Allen key 10 mm. 5.5 Nm.
Derailleur Mounting bolt 1xM1o Allen key 5 mm. 9.5 Nm.
Mounting bolt cable 1X Mg Allen key 4 mm. 5.5Nm.
Motor cable Mounting bolt 1X Mg Torx 25 5.5 Nm.

Output power: 288 Watt

Size: 225 X100 X 40 mm. — 6A

Weight: 1,3 kg.
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Recommended tightening torque for standardised metrical hexagon headed bolts
(quality grade 8.8)

Bolt M3 Mg Ms M6 M8 Mio
Nm. torque 1.3 3.0 6.0 10.0 25 50

These torque indications always refer to the upper limit of the bolt's resilience. Use a proper torque
wrench when tightening or adjusting a bolt. This will prevent the overcharging and failure of the
bolt. Always adjust the torque key to a little more than 75% of the value stated by the manufacturer
and tighten the bolt. Check the firm fit. In case the clamping connection is not strong enough,
increase the value gradually in little steps. If necessary, adjust the maximum value (never exceed it)
and loosen the bolt by half a revolution before finally tightening it.

Tools (image 14.1)

1. 2. o ¢
O Allen keys
—‘ H 2.Combination wrenches

3.Sockets and bits
4.Torque wrench

e 4 5.Torx key
‘ & g 6.Tyre lever
5. 6.

Image 14.1
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The gross maximum vehicle weight of the N Rogue 45
should not be more than

180 kg. = cyclist + vehicle + luggage

The payload of the N Rogue 45 = 150 kg.

Tyres
Size: 62 —584 mm. (27.5" x 2.40")
Recommended tyre pressure: 2.0 — 4.0 bar (30 - 55 Psi)

Wheel circumference approximately 2,225 mm., the exact
circumference depends on the tyre pressure and the gross
weight of cyclist + vehicle.

www.klever-mobility.com 73



15. Klever E-bike Passport 16. Klever inspection plan

Fill out all data immediately after purchase of your E-bike in order to present the pass in the case of

warranty claims, together with proof of purchase. In case your vehicle ever gets stolen, these data ElcpecsomEmaintenace Date:

will facilitate the work of the police as well.

Name

After soo —1,000 km or no later than 1year after purchase.

Date

Stamp / signature

Street

Repairs

Postal code / residence

Components replaced

Phone

2. Inspection & maintenance

Date:

After 3,000 - 4,000 km or no later than 2 years after purchase.

E-mail

Date

Stamp / signature

Klever model

Repairs

Frame size

Components replaced

Frame colour

3. Inspection & maintenance

Date:

Frame serial number

After 5,000 —7,000 km or no later than 3 years after purchase.

Date

Stamp / signature

Key serial number

Repairs

Battery serial number

Components replaced

Charger serial number

4. Inspection & maintenance

Date:

Date of purchase

After 7,000 — 9,000 km or no later than 4 years after purchase.

Date

Stamp / signature

Signature

Repairs
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17. Imprint

Editor, photography, text, graphic design and text:
Klever Mobility NL bv

Regulierenring 15

3981 LA Bunnik

The Netherlands

Tel.: +31(0)30 210 2905

Mail: infoNL@klever-mobility.com

Web: www.klever-mobility.com

Technical modifications regarding the information and
illustrations in this manual are reserved. A liability of publishers
and other third parties for contributions from this manual and
the fact devoted damages of any kind are excluded.

© Copyright

All rights reserved. Reprinting, translation and copying of any
kind or any other use, such as on electronic media, evenin
part without written permission of the Klever Mobility NL bv
is not allowed.

Klever Mobility NL bv
Regulierenring 15

3981 LA Bunnik

Nederland

tel. +31302102905
InfoNL@klever-mobility.com
www.klever-mobility.com

Wiz

Note

www.klever-mobility.com

77



Note L z\zr L=z Note

78 www.klever-mobility.com www.klever-mobility.com 79



Klever Mobility Europe

Klever Mobility NL bv

Regulierenring 1

3981 LA Bunnik

The Netherlands

Tel. +31(0)30 210 2905
infoNL@klever-mobility.com
www.klever-mobility.com

Y_2023_&_MY_2024_& MY_2025_11_2024_edition_04

N Rogue 45 M



